
160MM WHEELS
WITH SEALED PRECISION BEARINGS

STAINLESS STEEL CONSTRUCTION

CYLINDER SECURING BRACKET
FOR 230 MM DIAMETER

GAS CYLINDERS

65 MM NYLON 
VERTICAL ROLLER WHEELS

TESTED AND CERTIFIED
LIFTING HOIST

CTS02

SWL - 150kg

A4

UNLESS OTHERWISE SPECIFIED THE FOLLOWING APPLY:
FABRICATED COMPONENTS DIMENSIONAL PRECISION
DECIMAL         METRIC       IMPERIAL         ANGLE
0.                      ±1.20mm      ±0.05"           ±0.50°       SIZE ≤ 1000MM
0.0                    ±0.80mm      ±0.03"           ±0.25°       SIZE ≤ 1000MM
0.                      ±2.5mm       ±0.10"            ±0.50°       SIZE > 1000MM
0.0                    ±1.5mm       ±0.06"            ±0.25°       SIZE > 1000MM
STANDARD SURFACE FINISH RA 63ΜM [RA 250ΜIN]
BREAK ALL SHARP CORNERS AND EDGES, R 0.3mm MAX
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WWW: HTTPS://WWW.STS-TROLLEYS.CO.UK
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0.                      ±2.5mm       ±0.10"            ±0.50°       SIZE > 1000MM
0.0                    ±1.5mm       ±0.06"            ±0.25°       SIZE > 1000MM
STANDARD SURFACE FINISH RA 63ΜM [RA 250ΜIN]
BREAK ALL SHARP CORNERS AND EDGES, R 0.3mm MAX
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